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When building a fence, please note the
following:

o Homeowners are permitted to install
a fence on their property, provided
that they are installing a style of
fence listed below or have submitted
the fence style and colour they wish
to install for approval, and they are
in compliance with the Restrictive
Covenant registered on the title of
the lot.

9 No fences are to be constructed
anywhere in the front yard of a lot,
unless such construction is to repair or
replace an existing developer fence.
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9 Fencing installed by the developer on
lots cannot be changed, and is to be
maintained by the homeowner.

9 When homeowner-installed fencing
adjoins existing developer-installed
fencing, the homeowner’s fence must be
transitioned to match the height of the
developer fence.

We have outlined some pre-approved fence
styles and colours for your reference.

Pre-approved fence style and colors include:

Decorative Strut Fencing

STONE-CLAD PILLAR

Before starting any fencing project or
improvements, consult your Restrictive
Covenant registered on title for your
property for any important features
particular to your lot.

Please note: RVC approval may be required for
any post-possession construction.

If a homeowner wishes to propose a different
style than noted below, please submit a
proposal to admin@harmonyowners.com

1.2-1.8m HT. BLACK MONTAGE PLUS—
RESIDENTIAL/COMMERCIAL FENCE IN (ONLY IN SELECT
‘GENESIS' BY AMERISTAR. 3-RAIL LOCATIONS) 2400mm
PANELS, 100mm AIR GAPS, SQUARE (TYP.) r
POSTS, STANDARD FLAT POST CAP, .
| (@
-l
SE
Villa Fencing
ALL WOOD TO BE BROWN PRESSURE TREATED
OR CEDAR w/ NATURAL OR CLEAN STAIN (TYP.)
38x89mm BOTTOM RAIL (TYP.)
38x89mm MIDDLE RAIL (TYP.)————
PAIGE WIRE (0.1m SQUARES) (TYP.)
£ . 38x89mm MIDDLE RAIL (TYP.)
S E 38x89mm TOP RAIL (TYP.) 140x140mm POSTS
S 2400mm 0|, goxgomm TIMBER POST (TYP.) AT LOT CORNERS

y

1600mm
1500mm
1286mm

716mm

(TYP.)
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Wire Mesh Fencing

ALL WOOD TO BE BROWN PRESSURE TREATED OR CEDAR
w/ SIKKENS CETOL-1 NATURAL LIGHT (996) STAIN (TYP.)

38x89mm BOTTOM RAIL (TYP.)
PAIGE WIRE (0.1m SQUARES) (TYP.)
38x89mm MIDDLE RAIL (TYP.)~

38xB89mm TOP RAIL (TYP.) 140x140mm POSTS

+ 89x89mm TIMBER POST (TYP.) AT LOT CORNE
(TY]

100mm
m

1300mm
1200mm

. —986mm

Wood Screen Sideyard Fencing and Rear Yard Fencing on Laned Lots

ALL WOOD TO BE BROWN PRESSURE TREATED OR
CEDAR WOOD w/ NATURAL/CLEAR STAIN (TYP.)
38x89mm HORIZONTAL MEMBERS (TYP.

38x140mm TOP RAIL (TYP.)

140x140mm TIMBER POST (TYP.)

2438mm .

y

1982mm
1932mm
7

1680mm

941mm
65mm
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Examples of Sideyard Fences Stepping Down to Tie in with Lower Rear Fences

ALL WOOD TO BE BROWN PRESSURE TREATED OR CEDAR
WOOD w/ NATURAL/CLEAR STAIN (TYP.)

38x89mm HORIZONTAL MEMBERS (TYP.
38x89mm TOP RAIL (TYP.)

1
140x140mm TIMBER POST (TYP.)

2438mm

1829mm

b

Developer Wood Screen Fencing

ALL WOOD TO BE BROWN PRESSURE TREATED OR CEDAR
WOOD w/ SIKKENS CETOL-1 NATURAL LIGHT (996) STAIN (TYP.)

38x140mm HORIZONTAL MEMBERS (TYP.)
38x140mm TOP RAIL (TYP.)

140x140mm TIMBER
2438mm POST (TYP.)
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